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A Note From Noel Lee
THANK YOU for purchasing my M•DESIGN Centra StreamLine Surrounds. And welcome to 
the exciting world of M•Design Centra, where high technology never looked this good. Your 
new StreamLine Surrounds are designed to perform spectacularly in an ultra-high performance 
home theater music system, while also handsomely complimenting your home décor.

Unlike conventional speakers, StreamLine Surrounds are intended to enhance your home décor 
with a warm yet modern look. The high-gloss hardwood veneer and shaped aluminum accents 
match Centra Audio/Video Consoles, Subwoofers, StreamLine Towers and StreamLine Center 
Channel sound systems. Plus, your StreamLine Surrounds feature advanced, patented speaker 
technology making them sound absolutely incredible. We designed them with a variety 
of sound-enhancing components such as titanium inverted dome drivers with highly-responsive 
neodymium magnets, silk-diaphragm line source tweeters, and internal wiring with 
high performance Monster Cable®.

This guide outlines how to properly position and hook-up your new Centra Surrounds 
for the best possible performance. With Centra StreamLine Surrounds, you’ll not only 
enjoy your favorite movies and music, you’ll become a part of them. And, that’s what 
home theater and M•Design is all about.

Noel Lee
Head Designer, M•Design



Important Safety Precautions

Please read and observe the following safety points at all times: 

Do not plug your AV system into a power outlet other than 
a properly grounded AC outlet. (For best results, Monster 
Power voltage stabilization, surge protection and power 
conditioning products are highly recommended).
Power surges and spikes can damage your main AV system 
through the AC power cord and enter your StreamLine 
Surrounds via the speaker cable. We highly recommend 
connecting your entire AV system, including all AC power 
adaptors, through surge protection products.

Do not operate Centra StreamLine Surrounds if liquid 
of any kind is spilled on or inside them.
Do not operate Centra StreamLine Surrounds 
in places where they might be exposed to water 
(e.g., patio, outdoors).

In the event of a lightning storm, immediately 
disconnect all A/V equipment from their AC outlets, 
including your Centra StreamLine Surrounds.

Do not expose your Centra StreamLine Surrounds to direct 
sunlight or place near wall heaters, space heaters, 
or any enclosed space prone to temperature increases. 

No User Serviceable Parts Inside

If, for any reason, your Centra StreamLine Surrounds 
are not operating properly, do not disassemble or remove 
any part of the unit for repair. Instead, unplug and consult 
the included Warranty sheet.

For more information visit: www.MDesignLife.com.

Care and Maintenance

Avoid placing in an area with extended exposure to direct 
sunlight. Ultraviolet rays can cause fading, darkening and/
or create hairline cracks in the finish.
Avoid placing near heaters, air conditioners, humidifiers, 
fireplaces or space heaters. Exposure to extreme 
temperature variation can damage wood.

The high-gloss finish of the StreamLine Surround’s 
hardwood veneer surface offers them some protection, 
but avoid contact with hard surfaces to reduce the chance 
of damage.

Dust often to remove abrasive particles from the surface.
Slightly dampen a clean, lint-free cotton cloth and wipe 
down the wood trim to catch dust and avoid scratches. 
Do not let any moisture remain on the wood’s surface.
Do not polish excessively–only two or three times 
a year to avoid build-up.



Setup and Installation

Slide the Wall Mount Bracket up a groove 
from above the binding posts, choosing 
and then noting the groove that will 
ultimately direct the driver array to your 
desired listening area. Remove the Wall 
Mount Bracket from the speaker and set 
aside. Note the groove you selected 
for use during final installation.

Set each Wall Mount Bracket on the wall such that it’s both 
horizontally and vertically level and plumb and at a height that best 
accommodates your listening position. Please note that the top of 
each bracket MUST be a minimum of three (3) feet from your ceiling 
to accommodate speaker height and placement onto the Wall Mount 
Bracket. Both brackets should be placed at equal height on the wall.

Make sure Wall Mount Bracket holes are aligned and centered 
on a wall stud (metal or wood -- typically 16” apart). Use a wood 
and/or metal stud-finder (available at local hardware stores 
and home centers) if required.

Depending upon your wall construction (wood studs or metal studs), 
select the appropriate included screws or lag bolts and screw into 
Wall Mount Bracket holes as shown. Ensure that each bracket is level 
with each other and that each is vertically plumb.

CAUTION: 

Ensure terminals do not interfere with Wall Mount Bracket 
or Tension Mount Bracket installation.

Tension Brackets
2 pc

Tension Bracket 
Allen Screws
4 pc

Wall Mount 
Brackets
2 pc

Tension Bracket Nuts
4 pc

Wood Stud 
Lagbolts
8 pc

Metal Stud Screws
8 pc

Masonry Screws
8 pc

Hex/Allen Wrench
1 pc

Tension Bracket Washers
4 pc



CAUTION: 

Lift each speaker onto wall mount bracket by sliding it down 
the groove you noted in Step 2 (see 4a). As one person holds the 
speaker in place, the other person slides the Tension Bracket up 
one of the speaker’s grooves (directly to the left or right of the Wall 
Mount Bracket’s occupied groove—see 4b) from above the binding 
posts until its holes align with that of the Wall Mount Bracket’s holes 
(see 4c). Join and tighten with Allen screws, nuts and washers using 
the included hex/allen wrench as shown. Your Surround should now 
be mounted and in position. 

CAUTION:

StreamLine Surround Mounting 
Depending on the size and shape 
of your room, you may want to 
mount the StreamLine Surround 
2400 on the side or rear walls. 
Typical placement is on the 
side walls, with the driver arrays 
pointing directly towards a central 
listening position.

Alternate Mounting Position 
If your side walls are too far 
apart, or the optimum mounting 
position is interrupted by a 
doorway or window, you may 
want to mount the StreamLine 
Surround 2400 on the rear 
wall. Be sure the final mounting 
position allows the driver arrays 
to point towards the main 
listening position.



Centra StreamLine Surrounds include 24k gold binding 
posts that support both standard or bi-wire speaker cable 
connections. Bi-wiring your speakers allows for greater 
high and low frequency separation, resulting in more 
articulate, detailed sound reproduction.

We recommend that you terminate your speaker cable 
with one of the following connection types: bananas, 
spades, straight/angled pins, or flexible tips. 

Avoid unnecessary corrosion: Always terminate 
your speaker cable with connectors and DO NOT 
use bare speaker wire.

Note: Not all amplifiers, processors or AV receivers 
utilize the same speaker cable connection types. 
For proper hookup of your speakers to your amplifier, 
processor or AV receiver, please refer to your products’ 
owner’s manual(s). 

When bi-wiring your system, connect 
your high-pass cables to the upper 
terminals and the low-pass cables to 
the lower terminals. (Remove supplied 
jumper straps)

For standard (non-bi-wired) systems, 
connect your cables to the upper 
terminals and use the supplied jumper 
straps between the lower and upper 
terminals. To install jumper straps, turn 
binding posts counter-clockwise until 
loose enough to place straps around 
posts. To secure straps, turn binding 
posts clockwise until tight. 

Connections to Your
Amplifier or Receiver

Binding Posts
without Jumper Straps

Rear Left or 
Right Channel 

Input from 
Amp/Receiver

Binding Posts
with Jumper Straps

Rear Left or Right 
Channel High-Pass 

Input from 
Amp/Receiver

Rear Left or Right 
Channel Low-Pass 

Input from 
Amp/Receiver

Jumper
Straps



Calibrating Your 
StreamLine Sound System

The calibration settings for your Centra StreamLine 
Sound System are controlled through your AV receiver or 
processor. Before proceeding, please read through your AV 
receiver or processor manual to familiarize yourself with 
how these settings work.

There are typically several calibration options to choose 
from when setting up a multi-channel audio system. 
Selecting the “right” option is entirely up to you based on 
your listening tastes (and can be changed at any time). 
Based on your speaker placement and type of playback 
material, speaker settings in your AV receiver or processor 
should be made accordingly (consult your receiver/
processor manual for specifics). 

Please note that if your system includes an SACD 
or DVD-Audio player using the six (6) channel outputs, you 
must set speakers settings 
in your player as well.

(each sold separately; visit  for details)

From complete, plasma-ready consoles 
to audio component towers with optional 
integrated power conditioning, Centra Audio/
Video Consoles & Component Towers add the 
finishing touch to your ultra-high performance 
home theater system. Hardwood veneers, 
aluminum accents and attractive design all 
handsomely compliment your Streamline 
Surround 2400 and your existing décor.

Complete your ultra-high performance home theater 
music system with Centra M•Bass 1000 Subwoofers. 
Featuring a rigid 10" cone and ultra-long 3" voice 
coil—driven by powerful 500 Watt amplifier—you’ll 
enjoy all the clean, tight bass your movies 
and music have to offer.

For over 25 years, Monster® has painstakingly 
designed and engineered speaker cables 
and interconnects that are used worldwide 
by audiophiles and home theater enthusiasts 
for quality audio hookup between components and 
speakers. This technology is available 
to you, so that you can get the best possible 
performance from your home theater.

Protect and optimize the performance of all 
your audio and video components with Monster 
Power voltage stabilizers, power conditioners 
and amplifiers. Not only will you save your 
components from potentially hazardous spikes 
and surges, you’ll also enhance their ability 
to perform by providing them with stable, clean 
power. View Monster’s ultimate Power Backbone 
system on the back cover of this guide.


